KIPOR DIGITAL SINEMASTER GENERATOR SERIES
KIPOrR

The power keeper

Rated Frequency 50 Hz

Rated Voltage 240V

Rated Current 3.75A

Rated speed 5500 r/min

Rated output 0.9kVA

Max. output 1.0kVA

DC output 12V - 5.0A

Phase number Single

Current breaker Without

Structural type Portable

Fuel capacity 26¢

Fuel consumption 550 g/kW-h

Continuous running time 5.0h

Noise level 54dB - 59dB@7m

Overall dimension (LxWxH) = 460 mm x 248 mm x 395 mm
Net weight 14kg

Starting system Recoil starter

Fuel type Automotive unleaded petrol
Lube oil type CD grade or SAE 10W30, 15W40
Engine model KG144

Engine type Single cylinder, vertical, 4-stroke, OHV, air-cooled
Bore x Stroke 43.5mm x 36mm
Displacement 53.5ml

Compression ratio 8.5:1

Rated power 1.3 kW /5500 r/min

Ignition system T.C.l

Spark plug UR5

Lowest fuel consumption 420 g/kW-h
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SUPER/ULTRA SILENT DIESEL GENERATOR SERIES

KiIiPOr

The power keeper

From 8.5kVA - 85kVA

MODEL KDE12STA KDE12STA3 KDE19STA KDE19STA3 KDE13SS3 KDE16SS KDE20SS3 KDE25SS KDE35SS3 KDE45SS3 KDE60SS3 KDE100SS3
Frequency 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz 50Hz
Voltage 230V 230/400V 230V 230/400V 230/400V 230V 230/400V 230V 230/400V 230/400V 230/400V 230/400V
Amps 36.9 13.7per phase 62.6 23.5 15.3per phase 56.5 24 5per phase 87 40.4per phase 53.4per phase | 72.2per phase | 115per phase
Rated Output | 8.5kVA (6.8kW) | 9.5kVA (7.6kW) | 14.4KVA (11.5kW) | 16.25kVA (13kW) | 10.6KVA (8.4kW) | 13KVA (10.4kW) | 17KVA (13.6kW) | 20KVA (16kW) | 28KVA (22.4kW) | 37KVA (29.6kW) | 50KVA (40kW) | 8OKVA (64kW)
Max Output 9.5kVA 10.5kVA 16.7kVA 18.75kVA 11.6kVA 14.5kVA 18.5kVA 22kVA 31kVA 40kVA 54kVA 85kVA
Speed 3000rpm 3000rpm 3000rpm 3000rpm 1500rpm 1500rpm 1500rpm 1500rpm 1500rpm 1500rpm 1500rpm 1500rpm
Fuel Tank 25¢ 25¢ 38¢ 38¢ 65¢ 65¢ 65¢ 95¢ 95¢ 95¢ 95¢ 110¢
Running Time | 8h 7.5h 8h 7h 16h 12h 12h 11h 11.5h 8h 6.5h 5h
Noise Level 72db@7m 72db@7m 72db@7m 72db@7m 51db@7m 51db@7m 51db@7m 51db@7m 51db@7m 51db@7m 51db@7m 51db@7m
LxWxH (mm) | 1200x650x760 1200x650x760 1390x700x810 1390x700x810 1570x780x1050 1570x780x1050 1570x780x1050 1900x950x1200 | 1900x950x1200 | 2250x950x1300 | 2250x950x1300 | 2700x1150x1500
Dry Weight 310kg 310kg 442kg 442kg 675kg 720kg 720kg 960kg 985kg 1270kg 1310kg 1680kg
Phase Single phase | Three phase Single phase Three phase Three phase Single phase Three phase Single phase Three phase Three phase Three phase Three phase
Cooling Water Water Water Water Water Water Water Water Water Water Water Water
A Warranty 6 months /500 hours 4 A Warranty 12 months / 1000 hours A

3000 rpm units All models dimensions exclude handle and wheels 1500 rpm units

Most models include the following: Voltmeter, Current Meter, Frequency Meter, AVR (Automatic Voltage Regulator), Engine Oil and Water Temperature Alarms, Over Voltage /
Over Frequency Protection, Overload Protection, Digital Control Panel and ATS (Automatic Transfer Switch)

Smith Power Equipment is the official importer and distributor of Kipor Power Products in South Africa.
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